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PROCEDURES FOR DOCUMENT FACSI M LE
TRANSM SSI ON

(From EI A St andards Proposal No. 1302-A, fornul ated under the
cogni zance of EIA TR-29 Commttee on Facsimle Systens and
Equi prent .)

1.0 Scope
1.1 Procedures for Document Transmn SSion

This Standard is concerned with the procedures which are
necessary for docunent transm ssion between two facsimle
stations operating on voice band analog circuits. These
procedures essentially conprise the foll ow ng:

- call establishnent and call rel ease

- conpatibility checking, status and control
command

- checking and supervision of |ine conditions

- control functions and facsim |l e operator recal

- both recogni zed optional functions as well as
ot her (non-standard) options

In this Standard two separate signalling systens are
described; first a sinple tonal system using single frequency
tones, and second a binary.coded systemoffering a nmuch w der
range of signals for nore conplex procedures. For sinplicity of
i npl enmentation as well as immnity to channel perturbations, the
bi nary-coded system nodul ates between two of the tonal systenis
frequencies to designate the binary digit I and O information

Thus, tonal signalling is to be utilized within sinple
termnals with limted functions and bi nary-coded signalling is
to be utilized in termnals capable of nore conprehensive
aut omatic functions.

Only the procedures with their corresponding signals are
specified in this Standard.

1.2 Cl assification of Operating Methods
For the purpose of originally establishing the facsimle

connection, four operating nethods are defined herein. Thus,
dependi ng on whether the called or calling party is operating in



a manual or automatic node of operation and whether it intends to
transmt or receive, a particular operating nmethod wll be
chosen. The particular operating nmethod will determ ne the
procedures to begin the interchange of signals between the two
termnals. This interchange of signals is commonly referred to as
handshaki ng.

The various operating nethods are shown in Table 1. RS-46
Page 2
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1.3 Rel at ed St andar ds

This Standard defines the procedures to be foll owed by
Goup 1, 2 and 3 nmachines as described in EIA Standard RS-465,
and CClI TT Recomendations T.2, T.3 and T.4. Thus, all facsimle
term nal s operating over the General Sw tched Tel ephone Network
may utilize the procedures defined by this Standard.

1.4 Station ldentification

For the purpose of classifying an automatic facsimle
station as a non-speech termnal, signals are transmtted upon
answering a call. As both automatic calling and called facsimle
stations transmt such signals during call establishnment, a
normal tel ephone user who becones inadvertently connected wll
receive signals for a period of sufficient duration to indicate
clearly to himthat he is incorrectly connected.

1.5 General Provisions

| f any mal function of the facsimle procedures described
in this Standard is detected, the call shall be rel eased.

Where the called station has automatic facsim | e apparatus
which is not ready or not able to operate, the call shall not-be
answered automatically.

This Standard incl udes procedures for not only the mandatory
functions required to achieve a conpatible facsimle transm ssion,
but al so nunerous optional features. The procedures to obtain such
proprietary manufacturer's options, the ability to switch from
facsimle to speech, and the ability to define unique security
passwords, are an exanple of the facilities which may be realized by
termnals operating in accordance with this Standard.
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20 Deseription of Phases
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A facsinmile call is '
made up of five phased These —{% HESSAGE TRANGHISSION K—
phases are shown in Figure 1.
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A description of each
phase fol | ows:
hetiity Progress

2.1 Phase A - Cal
Est abl i shnent

4

Cal |l establishnment can be acconplished manual |y and/ or
automatical |l y.

2.2 Phase B - Pre-Message Procedure

The pre-nessage procedure consists of the identification of
capabilities and the commandi ng of the chosen conditions as well as
the confirmation of acceptable conditions.

When connection is established between apparatus operating
in accordance with this standard and apparatus operating in a non-
st andar di zed manner, the equi pnments shoul d di sconnect before the in-
message procedure unless both equi pnments include optional,
conpati bl e, procedures.

2.3 Phase C - Message Transm ssion

Message transm ssion procedure is covered by the appropriate
Standard for the equi pnent. (Reference RS-465 and/or CCITT
Recommendations T.2, T.3, and T.4).

2.4 Phase D - Post-Message Procedure



Post - message procedure includes information of end-of-nessage,
confirmation of the reception of the nessage, and transm ssion of
further nessage information.

2.5 Phase E - Call Rel ease

Call rel ease shall be acconplished manual |y and/ or
automati cal |l y.

RS- 466
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3.0 Description of a Facsimle Cal
3.1 Phase A - Call Establishment (Note)

The establishnment of 2 facsimle call may be realized
either manually, if an operator is in attendance, or
automatically. To acconplish this, four operating nethods have
been defi ned.

Not e: See Appendix 2 for abbreviations used in this
Recomrendat i on

RS- 466
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3.1.1 Operating Method 1

Manual operation at both the calling and called station.
Figure 2 indicates the operators' actions required to establish a
call.

Call Event No
Calling Station
Cal l ed Station

1 Operator hears dial tone and dials
desired nunber
2 Operator hears ringing tone Call rings and operator answers
the call
3 Verbal identification Verbal identification
4 Facsim |l e nmachine is switched to Facsim |l e nmachine is switched to
line
5 Begin facsimle procedure (see Begin facsimle procedure (see 4.

4. and/or 3. of this Standard) and/or 5. of this Standard)
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Figure 2 - Cal
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Est abl i shnent - Operating Method 1
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3.1.2 Operating Method 2

Manual operation at the calling station and automatic
operation at the called station.
operator's and apparatus' actions required to establish a call.

Event No. Calling Station

Operator hears dial
desired nunber

Figure 3 indicates the

Cal l ed Station

tone and dials

Operator hears ringing tone

Equi pnrent detects ring and
answer s
the call.

Optionally, a recorded verbal
announcenent may be transmitted

Operator hears CED and facsimle Transmt CED

machine is switched to line

R, AN

) Optranatty
U merema CEO

Cailrg statsan



Begin facsimle procedure (see 4.

4.
and/or 5. of this Standard)

Begin facsimle procedure (see

and/ or

Diat mumbser

5.

of this Standard)

Catled rtaton

Crwe More 8

Tata 2



Figure 3 - Call Establishnment - Operating Method 2
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3.1.3

the call ed station.

Operating Method 3

Automatic operation at the calling station and nmanual operation at

Figure 4 indicates the operator's and appar at us

actions required to establish a call.

Cal

Event No
1
2
3
4
(see
(see 5.

Begin facsimle procedure

Calling Station Called Station

Equi pnrent detects dial tone and

di al s desired nunber. To

clearly indicate to a call ed operator
that he is connected to a facsinmile
machi ne or to a normal tel ephone

user that he is inadvertently con-
nected, CNC will be transnmitted to
line during the tinme that signals are
attenpted to be detected

Call rings and operator
answers the cal

Operator detects CNG and
switches facsimle machine to
line (optionally CED nmay be
gener at ed)

Begin facsimle procedure

5. of this Standard)

of this Standard)

Coibed Subon

3
Zacar TRarS
Enter Phave 3

tnde T



Figure 4 - Call Establishment - Operating Method 3
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3.1. 4 OQperating Method 4

Aut omatic operation at both the calling and called stations. Figure 5
i ndicates the actions required by the apparatus to establish a call.

Call Event No. Calling Station Called Station

1 Equi pnrent detects dial tone
and di al s desired nunber. To
clearly indicate to a norma
t el ephone user that he is inad-
vertently connected, CNG wil |
be transmitted to line during
the tine that signals are attenpted
to be detected

2 Equi pnrent detects ring and answers the
cal |

3 Optionally, a recorded verba

announcenent may be

transmtted

Transmt CED

a b

Begin facsimle procedure

Begin facsimle procedure e
(see 5. of this Standard)
(see 5. of this Standard)

Transwic
cep

Signal
JJecected

-

tater Phaze B
Zacer Phase 8
tode T Sede L



Figure 5 - Call Establishnment - Operating Method 4
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3.2 Phases B, Cand D - Facsimle Procedure
When entering Phase B, the follow ng rules should be adhered to:

All manual receivers and all auto-answering units nmust enter Phase B
by identifying their capabilities (i.e. Node R of the Flow Diagramin
sections 4.2 or 5.2). Al manual transmtters and all auto-calling units
must enter Phase B prepared to detect the capabilities and issue the
appropriate node setting command (i.e. Node T of the Flow Diagramin
sections 4.2 or 5.2). To allow for operating nmethod 2-R, the del ay between
the transm ssion of the digital identification signals shall be 4.5 seconds
-+15% when sent froma nmanual facsimle receiver.

The detailed information pertaining to the tonal and binary coded
facsimle procedures is contained in 4. and 5. below. The relationship
bet ween these two procedures and an overview regarding the total system
operation is given in the foll ow ng:

3.2.1 I nteracti on Between Tonal and Binary Coded Procedures

Facsim | e procedures, as described in this Standard, may be realized
in tw different ways:

- tonally, with a limted nunber of tones for sinple
procedures (see 4. below and

- bi nary coded, for nore conprehensive procedures (see 5.
bel ow) .

Bi nary coded signalling is especially desirable for machi nes
whi ch use:

- conpr ehensi ve automatic functions;

- digital concepts internally (e.g. redundancy
reduction techniques);

- fast transm ssion rates (in order to keep pre and
post nmessage tinme short conpared to total



transm ssion tine);
- speci al security features.

The interaction between tonal and binary coded signalling
recogni zes the principle of the priority of coded procedures such
t hat, when avail able, binary coded signalling shall be tried
first. The interaction steps are as foll ows:

- The unattended call ed station shall answer a cal
wi th the CED signal

- The unattended calling station shall indicate a
call with the CNG signal

- Whenever it is capable of binary coded
signalling, the called station will start with
bi nary coded signalling.

- Facsim |l e stations being capable of tonal
signalling only will start tonally.

- Facsim |l e stations being capable of both binary
coded and tonal signalling will send a sequence
of signals, the first being a binary coded signal
and the second and all follow ng signals being a
conposite of tonal and binary coded information



